
KAX MOTORSPORTS 
TONNEAU COVER INSTALLATION 
INSTRUCTIONS 
 
Step 1 
 
Release the trunk latch.    
 

 
Step 2 
 
Locate and remove plastic 
finishing bolt where the snap 
will be placed.  The correct 
bolt will be towards the front 
end of the vehicle.  Repeat 
this procedure on the other 
side of your vehicle. 

 
Step 3 
 
Install the snap by placing the flat fastening 
bracket underneath and screw in 
snap with a Philips screwdriver.  
Use care to not drop the bracket 
while you are starting the screw.  
You may wish to use needle nose pliers 
or a similar tool. 

 
Step 4 
 
Open the soft top and set the tonneau 
cover in place.  Use the elastic strap 
to help center the cover and roll the 
fabric beads around the front of the 
soft top.  These beads hold the front 
of the cover in place.   Close the soft 
top so these beads are not visible. 
 
Step 5 
 
Snap the front flaps of the tonneau cover in place.   



 
 
Step 6 
 
Position weighted edge, gently tugging the sides and rear of the tonneau cover into place.  
Close the trunk lid and enjoy. 
 

 
 
 

 
 
 
 
 

For questions and 
support please call 
Ken Klickman’s 

direct line at 
503-736-5183. 

 
 
 

 
 

Thank you for purchasing this KAX Motorsports product. 


